SECTION 07 19 00

 Clear Water Repellent

PART 1 – GENERAL

1.01
DESCRIPTION

A.
Provisions of Division 01 apply to this Section.


B. 
The Work specified in this Section consists of furnishing and applying 


clear water repellent to finish surfaces, as designated.


C. 
Related Sections:



1. Section 09 90 00 -  Paints and Coatings



2. Section 090 96 23 – Anti-Graffiti Coatings

1.02
SUBMITTALS


A. 
Product Data: Submit water repellent manufacturer’s technical data and 


installation instructions, recommended coverage rates for types of surfaces 

to be treated, evidence that the water repellent conforms to all 



requirements specified, and storage and handling requirements.  


B. 
Submit evidence of code approvals. 


C. 
Executed Warranty for time period specified.


1.03
QUALITY ASSURANCE


A.
Product Manufacturer: Company specializing in manufacturing quality 


water repellent for a minimum of 20 years. On demand, 




manufacturer shall supply references of at least five (5) satisfactory 


installations in which their water repellent has been in service for at least 


five (5) years.


B.
Applicator: Company specializing in commercial painting, waterproofing, 


and finishing for a minimum of 5 years. On demand, company shall 


supply references of at least five (5) satisfactory installations of water 


repellents.


C.
Comply with applicable codes and regulations of governmental agencies 


having jurisdiction (EPA, CARB, AQMD), including airborne emissions 


and industrial disposal. Where those requirements conflict with this 


Specification, 
comply with more stringent provisions.


D. 
Before general application, notify manufacturer; provide and apply water 


repellent to a test area designated by the Architect to establish coverage 


rates and warranty requirements. 


E. 
After acceptance by Architect, notify manufacturer of start-up application, 

following all warranty requirements, as stated by manufacturer.

1.04  
DELIVERY, STORAGE AND HANDLING


A.
Deliver products to site in sealed and labeled containers.


B. 
Container labeling to include manufacturer’s name, brand name, brand 


code, coverage rates, surface preparation, cure time, cleanup, and 



instructions for mixing.


C.
Store materials as recommended by manufacturer.

1.05
ENVIRONMENTAL PROJECT REQUIREMENTS


A.
Do not apply coatings during high winds or rain, or if rain is eminent 


within 48 hours. Follow manufacturer’s air and surface temperatures 


requirements. 


B. 
Protect surrounding area and property including vehicles from overspray.


C. 
Provide LEED Credit Certificates where requested by Architect and 


applicable. 

1.06
WARRANTY


A.
Manufacturer shall provide a 10 year material warranty from the date of 


Substantial Completion as long as the product application meets their 


guidelines.


B.
 Installer shall provide a 2 year labor warranty from the date of Substantial 

Completion.

PART 2 – PRODUCTS

2.01
MANUFACTURER


A.
Acceptable Manufacturer: Monopole, Inc., 4661 Alger Street, Los 



Angeles, CA 90039. Tel: (800) 491-9977 - (818) 500-8585 




Email: info@monopoleinc.com. Website: www.monopoleinc.com.  

2.02
MATERIALS


A. 
Water Repellent: Clear, non-staining, waterborne Silane, Oligomeric, 


Alkyl Alkoxysiloxane micro emulsion solution. 
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PART 3 – EXECUTION

3.01 
EXAMINATION


A.
Examine substrate and adjacent areas where product will be applied and 


verify that they conform to specifications and manufacturer’s 



requirements for product application. 


B.
Verify that all substrates to receive product are properly cured.

3.02 
PREPARATION


A. 
Protect adjacent surfaces not scheduled to receive product. Remove any 


product from unscheduled surfaces immediately, by approved method.

B. Remove loose or deteriorated materials, including, but not limited to, scale, efflorescence, paint, mortar smears, and all other penetration inhibiting contaminants. Refer to manufacturer for cleaning recommendations.  


C.
Complete all surrounding trade work prior to product application.


D. 
Protect the work of other trades.

3.03 
APPLICATION


A.
Install water repellent in accordance with manufacturer’s instructions; no


exceptions.

3.04
 CLEANING


A.
 Comply with manufacturer’s published instructions for clean-up.


B.
Remove rubbish, debris, and waste materials and legally dispose of 


off the Project site.

                                                  END OF SECTION  

